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44) Colchester Harrison Tornado T4 CNC ï model powystawowy 

(2009) 
45.000, - û netto  

Obrabiarka znajduje siň w firmie MARCOSTA 

 

S/N: MCA-W4A037-600PL 

Specyfik acja   

Przelot nad ğoŨem 410mm 

Przesuw X 200mm 

Przesuw Z 450mm 

Max. Ŝrednica toczenia 230mm 

Max. dğugoŜĺ toczenia 420mm 

Bar capacity ï collet 54mm 

Spindle bore 61mm 

Spindle nose A2-5 

Spindle height 900mm 

Max. obroty rzeciona 6000 obr/min 

Moc napňdu wrzeciona 11kW 

Pochylenie ğoŨa 60 stopni 

Szybkie przesuwy Z/X 25/20m/min 

Liczba narzňdzi w magazynie 12 

Typ mocowania narzňdzi VDI 30 

Zbiornik chğodziwa 100 litr·w 

WydajnoŜĺ pompy chğodziwa 25 l/min 

Max. pob·r mocy 20kVA 

PrzybliŨona masa netto 2800kg 
 

 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 



 

 

 

45) Colchester Harrison Tornado T4 CNC ï model powystawowy 40 .000, -  Ã netto  

S/N: MCA-W4A013 -600UK 

+tailstock  

Specification    

Swing over bed 410mm 

X Working travel 200mm 

Z Working travel 450mm 

Nominal maximum turned diameter 230mm 

Nominal maximum turned length 420mm 

Bar capacity - collet 54mm 

Spindle bore 61mm 

Spindle nose A2-5 

Spindle height 900mm 

Maximum spindle speed 6000rpm 

Spindle motor power 11kW 

Bed inclination 60 Degrees 

Rapid traverse rates Z/X 25/20m/min 

No. Of tool stations 12 

Tooling type VDI 30 

Coolant tank capacity - litres 100 

Coolant pump delivery - litres/min 25 

Maximum power consumption 20kVA 

Approx. Net weight 2800kg 
 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 



 

 

 

46) Colchester Harrison Tornado T4 CNC ï model powystawowy 40 .000, -  Ã netto  

S/N: MCA-W4A031-600UK 

Specification    

Swing over bed 410mm 

X Working travel 200mm 

Z Working travel 450mm 

Nominal maximum turned diameter 230mm 

Nominal maximum turned length 420mm 

Bar capacity - collet 54mm 

Spindle bore 61mm 

Spindle nose A2-5 

Spindle height 900mm 

Maximum spindle speed 6000rpm 

Spindle motor power 11kW 

Bed inclination 60 Degrees 

Rapid traverse rates Z/X 25/20m/min 

No. Of tool stations 12 

Tooling type VDI 30 

Coolant tank capacity - litres 100 

Coolant pump delivery - litres/min 25 

Maximum power consumption 20kVA 

Approx. Net weight 2800kg 
 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 

 
 



 
 

 

 

47) Colchester Harrison Tornado TT6 CNC ï model powystawowy 
130.000, -  Ã 

netto  
 

S/N: MCA-TT6010-600UK-SW 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 

 
 



 

 

1) Colchester CNC 2000L Universal CNC Lathe (1988)  6.950, - Ã netto  

Specification 

Swing over bed 390mm 

Swing over cross slide 240mm 

Swing in gap 580mm 

Distance between centres 1250mm 

Spindle bore 54mm 

Spindle nose 6ò D1 Camlock 

Spindle speeds 20-2750rpm in two 

Automatically selected ranges 

Spindle drive AC infinitely variable 5kW 

Continuous 30 minute rating 

(50% ED) 7.5kW 

Cross slide stroke 195mm 

Rapid traverse rate 6m/min X & Y axes 

Approximate weight 2040kgs 

 

Machine Equipped with 

Fanuc OTA CNC Control System 

Duplomatic 8 station disc turret 

Selection of toolholders 

Pneumatic 3 jaw chuck 

Parts catcher 

Hydrafeed feedmaster barfeed 

Coolant system 

Lighting 

Guarding 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 

 



 

2) Colchester Tornado 110 CNC Slant Bed Production Lathe ~ Barfeed 

(1997) 
17.950, - Ã 

netto  
Specification   

Swing over covers 420mm 

Swing over carriage 280mm 

Maximum machining diameter 186mm 

Maximum turning length 410mm 

Spindle centre height from floor 875mm 

Spindle nose A2-5 

Hole through spindle 61mm 

Bar capacity 52mm 

Front bearing (internal diameter) 90mm 

Maximum spindle speed 6000rpm 

Spindle motor power 7.5 / 11kW 

Bed width ï over linear guide rails 304mm 

Bed width ï tailstock ways 220mm 

Cross slide width 210mm 

Carriage inclination 60 degrees 

Number of turret tool stations 12 

Tooling system VDI 30  

Coolant tank : capacity, litres 63 

Coolant : delivery, litres/min 25 @ 2.5 bar 

Rapid traverse Z/X axis 20 / 15 m/min 

Power consumption 35 kW VA 

Approximate weight 2400kg 

Machine equipped with 

Fanuc 21TB CNC Control System 

Hydraulic collet chuck 

Assorted collets 

Colchester MBF 1000 Magazine barfeed 

Parts catcher 

Power tailstock 

12-off VDI toolholders 

Interlocked guarding 

Automatic lubrication system 

Coolant system 

Manual 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 

 



 

3) Colchester Tornado A50 CNC Slant Bed Production (2000) 18.950, - Ã netto  

Specification    

Maximum swing over covers 410mm 

Maximum turned diameter 170mm 

X axis travel 170mm 

Z axis travel(max. turned length) 350mm 

Carriage inclination    60Ü (slant bed) 

Spindle centre height (from floor) 900mm 

Spindle nose A2-5 

Hole through spindle 54mm 

Max. drawtube (bar) capacity 42mm 

Maximum spindle speed 4000 rpm 

Spindle motor  5.5kW 

X axis slideway configuration Linear 

guideway 

X axis motor 2 Nm 

X axis rapid traverse rate 10 m/min 

X axis ballscrew (diameter x pitch) 25mm x 4mm 

Z axis slideway configuration Linear rails 

Z axis motor 3 Nm 

Z axis rapid traverse rate 15 m/min 

Z axis ballscrew (diameter x pitch) 32mm x 10mm 

Turret disc diameter 340mm 

Turret tooling type VDI 30 

Turret stations 12 

Turning tool shank dimensions 20 x 20mm 

Maximum boring bar diameter 32mm 

Slideway lubrication system Grease 

Coolant tank capacity 100 litres 

Approximate net weight 2415 kg 

 

Machine Equipped with 

Fanuc 21i-T CNC Control System 

Hydraulic 3-Jaw chuck 

9-off VDI Toolholders 

Coolant system 

Lighting 

Interlocked guarding 

Manual 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 

 



 
4) Haas SL10 CNC Turning Centre 

(2008) 
19.950, - Ã netto  

Specification   

Swing over front apron 413mm 

Swing over cross slide 203mm 

Maximum machining diameter 279mm 

Maximum turning length 330mm 

  (356mm possible with specialised tooling) 

Spindle nose A2-5 

Hole through spindle 58mm 

Bar capacity 44mm 

Maximum spindle speed 6000rpm 

Spindle motor power 11.2kW 

Number of turret tool stations 12 

Tooling system Bolt on tool 

Coolant tank : capacity, litres 57 

Rapid traverse Z/X axis 30.5m/min 

Power requirement 14kVA 

Approximate weight 2495kg 

 

Machine equipped with 

Haas CNC Control System 

Hydraulic 3 jaw chuck, 165mm diameter 

Tool presetter 

Assorted toolholders 

Swarf conveyor 

Parts catcher 

Interlocked guarding 

Automatic lubrication system 

Coolant system 

 

SPRZEDANA 

SOLD 
Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 

 



 

 

 

5) Hardinge Cobra 51 Lathe (2004) 23.950, - Ã netto  

Specification   

Swing over covers 533.4mm 

Machining diameter 209.5mm 

Maximum turning length with collet 355.6mm 

Maximum bar work size 51mm 

X-axis travel 196.8mm 

Z-axis travel 355.6mm 

Traverse rate X axis 12mpm 

Traverse rate Z axis 20mpm 

Spindle nose A2-6, 20C 

Draw tube type Hydraulic 

Spindle speed 100-4500rpm 

Turret type 12 position 

Square shank tool size 20mm 

Round shank tool size 32mm 

Turret indexing time 1 sec 

Spindle drive motor 30min/cont rating AC15kW 

Approx weight 2612kg 

 

Machine equipped with   

Fanuc 21iT CNC Control   

Swarf Conveyor   

Parts catcher   

5-off collets   

Coolant system   

Enclosed guarding   

Manual 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 



 

 

6) Hardinge Talent 6/45 CNC Lathe (2003) 17.950, - Ã netto  

Specification   

Swing over covers 457mm 

Maximum turning diameter 284mm 

Maximum turning length 381mm 

Spindle bore 45mm 

Spindle motor 13 kW 

Maximum spindle speed 6000rpm 

Spindle nose A2-5 

Rapid traverses 30m/min 

Turret capacity 12 

Turret tooling system VDI 30 

Approximate weight 2800kg 

 

Machine equipped with: 

Siemens 810D CNC Control 

3 jaw chuck 

Coolant system 

Lighting 

Enclosed guarding 

Manual 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 

 



 

7) Colchester Tornado 100B CNC Slant Bed Production Lathe (1995) 9.950, - Ã 

netto  
Specification   

Swing over covers 420mm 

Swing over carriage 297mm 

Maximum machining diameter 186mm 

Maximum turning length 350mm 

Spindle centre height from floor 875mm 

Spindle nose A2-5 

Hole through spindle 61.5mm 

Bar capacity 52mm 

Front bearing (internal diameter) 90mm 

Maximum spindle speed 4000rpm 

Spindle motor power 7.5kW 

Tailstock quill diameter 63mm 

Tailstock quill taper No. 4 MT 

Tailstock quill stroke 125mm 

Tailstock body travel 450mm 

Max. tailstock quill thrust 500kg (f) 

Bed width  : overall 620mm 

                   : over linear guide rails 304mm 

                   : tailstock ways 220mm 

Cross slide width 210mm 

Carriage inclination 60 degrees 

Number of turret tool stations 12 

Tooling system VDI 30 

Coolant tank : capacity, litres 63 

Coolant : delivery, litres/min 45 @ 3 bar 

Rapid traverse Z/X axis, m/min 15 / 10 m/min 

Power consumption 24 kVA 

Approximate weight 2800kg 

 

Machine equipped with 

Fanuc OTC CNC Control System 

Pneumatic 3 Jaw chuck 

Pneumatic collet chuck 

3-off toolholders 

Totally enclosed guarding 

Power tailstock 

Automatic lubrication system 

Lighting 

Coolant system 

Manual 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 

 



 
8) Colchester Tornado 200B CNC Slant Bed Production Lathe 

(1995) 
14.950, -  Ã netto  

Specification   

Swing over covers 530mm 

Swing over carriage 330mm 

Maximum machining diameter 250mm 

Maximum turning length 400mm 

Spindle centre height from floor 913mm 

Spindle nose A2-6 

Hole through spindle 77.5mm 

Bar capacity 65mm 

Front bearing (internal diameter) 110mm 

Maximum spindle speed 3500 rpm 

Spindle motor power 18.5 kW 

Tailstock quill diameter 95mm 

Tailstock quill taper No. 5 MT 

Tailstock quill stroke 125mm 

Max. tailstock quill thrust 786 kg (f) 

Bed width  : overall 750mm 

                   : over linear guide rails 383mm 

                   : tailstock ways 255mm 

Cross slide width 256mm 

Carriage inclination 60 degrees 

Number of turret tool stations 12 

Tooling system VDI 40 

Coolant tank : capacity, litres 63 

Coolant : delivery, litres/min 25 @ 2.5 bar 

Rapid traverse Z/X axis, m/min 20/10 m/min 

Power consumption 37 kVA 

Approximate floor area 3.2m2 

Approximate weight 3000 kg 

 

Machine equipped with 

Fanuc OTC CNC Control System 

Hydraulic 3 Jaw chuck 

Power tailstock 

Interlocked guarding 

Automatic lubrication system 

Coolant system 

Swarf conveyor 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 

 



 

9) Colchester Tornado 210 Slant Bed CNC Production Lathe ~ 

Barfeed (1998) 
17 .950, - Ã netto  

Specification   

Swing over covers 530mm 

Swing over carriage 330mm 

Maximum machining diameter 250mm 

Maximum turning length 500mm 

Spindle centre height from floor 913mm 

Spindle nose A2-6 

Hole through spindle 77.5mm 

Bar capacity - collet 65mm 

Front bearing (internal diameter) 110mm 

Maximum spindle speed 5000rpm 

Spindle motor power 18.5kW 

Tailstock quill diameter 95mm 

Tailstock quill taper No. 5 MT 

Tailstock quill stroke 125mm 

Max. Tailstock quill thrust 786kg (f) 

Bed width ï overall  750mm 

Bed width ï over linear guide rails 383mm 

Bed width ï tailstock ways 255mm 

Cross slide width 256mm 

Carriage inclination 60 degrees 

Number of turret tool stations 12 

Tooling system VDI 40 

Coolant tank : capacity, litres 63 

Coolant : delivery, litres/min 25 @ 2.5 bar 

Rapid traverse Z/X axis 25 / 10m/min 

Power consumption 37 kVA 

Approximate weight 4000kg 

 

Machine equipped with 

Fanuc 21iT CNC Control System 

Hydraulic 3 jaw chuck 

Collet chuck 

7-off collets 

MBF 1000 Magazine barfeed 

Swarf conveyor 

Assorted VDI tooling (11 items) 

Parts catcher 

Power tailstock 

Interlocked guarding 

Automatic lubrication system 

Coolant system 

Manual 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 

 



 

10) Colchester Tornado 310 CNC Slant Bed Production Lathe (2001) 27.500, - Ã 

netto  
Specification   

Swing over covers 530mm 

Swing over carriage 330mm 

Maximum machining diameter 300mm 

Maximum turning length 600mm 

Spindle centre height from floor 913mm 

Spindle nose A2-8 

Hole through spindle 90.5mm 

Bar capacity 80mm 

Front bearing (internal diameter) 130mm 

Maximum spindle speed 3000rpm 

Spindle motor power 26kW 

Tailstock quill diameter 95mm 

Tailstock quill taper No. 5 MT 

Tailstock quill stroke 125mm 

Tailstock body travel 458mm 

Bed width ï overall  750mm 

Bed width ï over linear guide rails 383mm 

Bed width ï tailstock ways 255mm 

Cross slide width 256mm 

Carriage inclination 60 degrees 

Number of turret tool stations 12 

Tooling system VDI 40 

Coolant tank : capacity, litres 63 

Coolant : delivery, litres/min 25 @ 2.5 bar 

Rapid traverse Z/X axis 25 / 15m/min 

Power consumption 45 kVA 

Approximate weight 3300kg 

 

Machine equipped with 

Fanuc 21iT CNC Control System 

Hydraulic 3 jaw chuck 

Power tailstock 

Swarf conveyor 

Interlocked guarding 

Automatic lubrication system 

Coolant system 

Do ceny obrabiarki naleŨy doliczyĺ koszt transportu z zagranicy i koszt ubezpieczenia w kwocie ok. 3-5 tys. PLN 

Kontakt: www.marcosta.pl, komis@marcosta.pl, Tel. (14) 62 66 177 


